11.04

contactor coil CIC2DS -CIC 2RS

55,2

contactor coils CIC 2DS - 2 RS

rated operating voltage in Volts

intermittent service permanent service Lenoir code Brisch nr
12 9.5 95 496 68 436 572

15 12 95 497 68 436 573

18 14 95 498 68 436 574

24 18/19 95 499 68 436 575

28 22 95 500 68 436 576

30 24 95 501 68 436 577
35/36 28 95502 68 436 578
40/42 33 95503 68 436 579
48 36/38 95 504 68 436 580

54 40/43 95 505 68 436 581

60 48 95 506 68 436 582
70/72 54/55 95 507 68 436 583
79/80 62 95 508 68 436 584
76 60 95 509 68 436 585
87/88 70/72 95510 68 436 586
96 76 95511 68 436 587
98/100 77/80 95512 68 436 588
110 87 95513 68 436 589
121 96 95514 68 436 590
126 100 95515 68 436 591
139 110 95516 68 436 592
196/200 155 95517 68 436 593
262 200/208 95518 68 436 594
287 220 95 519 68 436 686
94/143 95 520 68 436 700

For coil permanent service with power-saving, contact us.

LENOIR-ELEC - F 54730 GORCY

Edition 2002 . Rév.0

>



	retour: 


